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Standard Features
• Capacities from 3,000 to 4,500 lbs are available.

• All drive functions include speed, forward and 

  reverse, braking and steering are at the operator’s 

  finger tips.

• A safety release button, located at the end of the 

  control handle, move the truck away from the 

  operator when activated.

• A/C technology means precise maneuvering and

  load positioning while conserving battery power and 

  lower maintenance cost.

• Tandem bogies and helper rollers on fork 

  provides unequaled pallet entry and exit.

• All components and maintenance items are located 

  for easy service access.

• Custom sizes to 6,000 lbs capacity.

�e SUPERLIFT LOW PROFILE PALLET WALKIE is the only true four way entry pallet truck on the market. 
�e truck is engineered with quality and built to last. �e SLLPPW is designed to enter and exit all standard 
pallets, including CHEP, CHEP U.S.A. and CPC, from all four directions.
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low profile pallet truck fork over stacker straddle stackers walkie counter balance tow tractors platform truck

LOW PROFILE PALLET WALKIE

Safety
• ASME B56.1  Safety Standard for Low Lift and Hig
   Lift Trucks
• UL583 Classified by Underwriters Laboratories Inc. for fire 
   and electrical shock hazard

Standard Configuration
• True 4-way Pallet Entry, ideal for 10" x 2.25" stringer notches
• 4500 lb (2042 Kg) Capacity
• 28.5 in. (724 mm) x 45 in or 27 x 48 (1143 mm) Forks
• 24 V A/C
• Tandem Load Wheels
• Key Switch 
• Hour Meter
• 9 x 31 23.5 in. Battery Comp.
• For larger capacity trucks, or variable fork lengths,
   please consult factory

Optional Features
• 13.5 x 31 x 23.5 in. Battery Compartment
• 40 in. (1016 mm) to 55 in. (1397 mm) Load Backrest
• Fip Down Rider Platform
• Permanent Rider Platform
• Battery Discharge Indicator
• Revolving Red Light / Strobe Light
• Emergency Cut-off Switch
• Cold Storage Conditioning
• Custom Paint
• U.L. Type ES and EE Construction
• Stainless Steel/galvanized

uperLiftTM Builds Custom Lift Trucks & Manlifts in Painted Steel and Stainless Steel

Two Standard Set Ups
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